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HPBA
Hearth, Patio & Barbecue Association

MADE IN U.S.A.

PRODUCT SPECIFICATIONS

VFCS30D/CSVF30S Vent Free Stoves

263/4"

281/2"

193/4"

APPROXIMATE HEAT ING AREA
1,500 (Square Feet)

TECHNICAL INFORMATION
Max. Btu Input: 32,000 BTU/HR
Thermal Efficiency: 99.9%
Actual Dimensions: 26-3/4”W x 28-1/2”H x 19-3/4”D
CSA Design Certified

STANDARD FEATARES
Fixed Single Door (CSVF30S): available in Graphic, Enamel Black,
Enamel Brown, Enamel Sand
Operable Double Door (VFCS30D): available in Graphic, Enamel
Black, Enamel Brown, Enamel Sand
Millivolt with on/off switch and variable flame height control
Flexible connector with on/off valve included
No venting required for ease of installation
Consumer friend deluxe control panel

F IELD INSTALLED ACCESSORIES
Warming Shelf: available in Graphic, Enamel Black, Enamel Brown,
Enamel Sand
New Triple Play Burner System with exclusive triple effect technology
Medium stove screen for operable double doors (SK30)
Variable thermostat controlled forced air blower, 135 cfm (BLOTS)
Ambient Technologies™ Remote Controls and Thermostats


