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FEATURES

        State-of-the-art burn technology provides vibrant comforting flames

         Standard remote control with integrated thermostat

        Standard remote controlled, variable-speed blower that circulates  

 warmth throughout your home

        Sylish Reflective Black Porcelain firebox liner

        Approved for use with zero-clearance metal and masonry fireplaces

Reflective Blue Copper

Goldfinger

Reflective Black

Platinum

PRO SERIES GAS INSERTS 

Convenience, sleek contemporary styling and ef� cient home heating come together 
in a gas � replace insert.

GLASS MEDIA OPTIONS

Our name is our promise.
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FIREPLACE DIMENSIONS

DRI3030ENC

A Front Width 31-1/4" 

B
Overall Unit 

Height to Top 

of 3" Flue Collar
19-3/8" 

C Unit Depth 15-7/8" 

D
Rear Height to 

Centerline of 3" 

Flue Collar
18-1/2"

E
Depth to Centerline

of 3"Flue Collar 13-3/8" 

DRI3030ENC

A 31-1/2" 

B 25-1/2" 

C 0"      2"      4"

D 13"   10"     0"

OPTIONAL ACCESSORIES

A.  Propane Conversion Kit

 B.  Barrier Screen

INSERT OPTIONS INSERT CLEARANCES

MINIMUM FIREPLACE OPENING

CIS BV

FRONT WIDTH 31-1/2"

REAR WIDTH 18"

HEIGHT 19-1/2"

DEPTH 16"

Black

Mink

STOVE SPECIFICATIONS

  Heating Capacity* 500-1,500 sq. ft.

Insert Weight 144 lbs.

BTU Input
NG
LP

21,000/32,000
21,000/27,000

Canadian Energuide
Rating

NG
LP

69.20%
67.28%

Steady-State Efficiency** 83%-86%

Blower
155-CFM Variable-Speed
Blower (standard)

Vent Pipe Colinear 3" Flex Vent

* SQUARE-FEET HEATING CAPACITIES AND BURN TIMES ARE APPROXIMATIONS ONLY. ACTUAL 
PERFORMANCE MAY VARY DEPENDING UPON HOME DESIGN AND INSULATION, CEILING 
HEIGHTS, CLIMATE, CONDITION AND TYPE OF WOOD USED, APPLIANCE LOCATION, BURN 
RATE, ACCESSORIES CHOSEN, CHIMNEY INSTALLATION AND HOW THE APPLIANCE IS 
OPERATED.

**EFFICIENCY VARIES SLIGHTLY WITH VARIOUS PIPE CONFIGURATIONS.

Hearth protection to be a minimum of 3/8" thick non-combustible 
or equivalent, with a k factor of .84
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