
Specifications

Additional information can be found online at www.fireplaces.com

MODEL HEIGHT FRONT WIDTH BACK WIDTH DEPTH VIEWING AREA

Actual Framing Actual Framing Actual Framing Actual Framing

Please consult the manufacturer’s 
installation manual for all details and 
requirements before making a final 

design layout decision. 

Villa Gas 36
Outdoor Gas Fireplace

MODEL FRONT WIDTH BACK WIDTH HEIGHT DEPTH VIEWING AREA

ODVILLAG-36
Actual Framing Actual Framing Actual Framing Actual Framing

36 x 20-7/8
41-1/8 42 23-3/4 42 39-1/2 39-3/4 21-3/8 21-1/2
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Specifications

GS/HHT/VILLA GAS-36_0813

Additional information can be found online at www.fireplaces.com

Product information provided is not 
complete and is subject to change 
without notice. Product installation 
must adhere strictly to instructions 
accompanying product to avoid risk of 
fire and potential injury.

A brand of Hearth & Home Technologies Inc.
Lakeville, MN                 Web: fireplaces.com        
Phone: 888-427-3973        952-985-6000

PRODUCT LISTING CODES

US ANSI Z21.97-2010

CAN CR97-003

FRAMING DIMENsIONsAPPLIANCE LOCATION

LEG/WALL PROjECTIONs

CLEARANCEs TO COMBusTIBLEs

o

MANTEL PROjECTIONs

Note: If this surface is 
inside the building’s 
warm air envelope... 
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...then this surface 
must be an exterior 
wall system.

Mantel leg or
perpendicular wall

Combustible
Facing Material

A

B

12" [305] minimum
to perpendicular wall

A

14-1/2" [368] minimum
from fireplace opening
to perpendicular wall

B

6" [152] minimum
to perpendiculary wall

A

8-1/2" [216] minimum
from fireplace opening
to perpendicular wall

B

Combustible

Noncombustible

Villa Gas 36

Measured from top of hood (in inches)
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mm 406 432 457 483 508 533 559 584 610 635 660 686 711 737 762 787 813 838
Noncom bus tible

in. 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29
mm 305 330 356 381 406 432 457 483 508 533 559 584 610 635 660 686 711 737

Use only noncombustible 
material below the top of
the top standoff42"
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Upper front can be 
covered with 
non-combustible
material or removed 
and replaced with 
non-combustible
material.

0" to level
of standoffs
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Combustible 
facing

0"
Combustible flooring may be installed next 
to the front of the appliance.


